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MEASURE WITH
INTELLIGENCE!
ecom GmbH has been developing and manufacturing its products at its headquarters in Iserlohn, Germany 
since 1985. The company is represented with branch officers and distributers in almost 40 countries 
worldwide. The family business uses the slogan „We produce quality of life!“ as a leitmotif for customers, 
staff, and its own corporate responsibility.

EXTREMELY ACCURATE.  
The reading accuracy of gas sensors (CO, NO, SO2) is

determined and adjusted at 5, 20 and 40°C in the climatic

test chamber using standarized test gases. High-quality

sensors provide a perfect reading for pressure

measurements.

EXTREMELY EFFICIENT. 
The high output level (up to 2.6 liters/minute) not only enables 

ecom analyzers to provide a fast reading: It also makes it

possible to bridge long distances during sampling, or negative 

pressure in the application. Manometers also provide readings

in record time.

EXTREMELY ROBUST. 
Hard on the outside - even harder on the inside! Almost all

ecom measuring devices are housed in an ultra-light aluminium

casing. Its durability pays off in its daily use - especially in 

rougher conditions.

EXTREMELY SAFE. 
The condensation control protects from moisture. An

automatic CO shut-off (flushing of the CO sensor) without 

interruption of the measuring process ensures the long

lifespan of the CO sensor. Each ecom instrument has its own 

"safety equipment."

EXTREMELY FAR-REACHING. 
ecom analyzers communicate wirelessly: Via Bluetooth, WLAN 

(wider range, more stable connection), as well as radio

(highest range with the most stable connection). This way

instruments can be remote-controlled via e.g smartphones or

ecom remote control unit.

EXTREMELY COMPLETE. 
ecom analyzers are sold and designed as an entity (device, 

probe, probe hose, case). In addition: Printer paper and filter,

a solid shoulder strap, PC software and Apps.

EXTREMELY LOSS-FREE. 
To measure the full concentration of extremly water soluble 

gases an inner PTFE coated hose or a heated sampling system

are available. This guarantees the fast and condensate free flue 

gas transport.

EXTREMELY COOL. 
The drier, the better: The gas to be measured is continually 

cooled to 5°C using a gas cooler. This way, the drying process

is controlled. Collected condensate can be easily emptied 

- in some cases this occurs in automatic mode.
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√ = Standard; • = Option; x = Not possible

Flue Gas analysis for HVAC professionals & Service organisations

Measurement Range Resolution Accuracy ecom-B ecom-CL2 ecom-EN3 ecom-EN3-R

Maximal amount of electrochemical gas sensors *= Higher value prevails 3 3 4 4

O2 0 – 21 % 0,1 vol. % ± 0,3 vol. % √ √ √ √

CO ppm (H2-comp.) 0 – 10.000 ppm 1 ppm ± 20 ppm / 5% meas. value* √ √ √ √

CO ppm (n. H2-comp.) 0 – 2.000 ppm 1 ppm ± 20 ppm / 5% meas. value* • • x x

CO % 0 – 63.000 ppm 5 ppm ± 100 ppm / 10% meas. val.* x x • •

NO 0 – 5000 ppm 1 ppm ± 5 ppm / 5% meas. value* • • • •

NO Low 0 – 500 ppm 0,1 ppm ± 5 ppm / 5% meas. value* x x • •

NO2 0 – 1000 ppm 1 ppm ± 5 ppm / 5% meas. value* x x • •

NO2 Low 0 – 100 ppm 0,1 ppm ± 5 ppm / 5% meas. value* x x • •

SO2 0 – 5000 ppm 1 ppm ± 10 ppm / 5% meas. value* x x • •

H2S (CH4 filter) 0 – 1.000 ppm 1 ppm ± 10 ppm / 5% meas. value* x x • •

T-Gas 0 – 500°C 1°C ± 2°C (0-125°C) ± 3°C (125-250°C) ± 4°C (250 500°C) √ √ √ √

T-Air 0 – 99°C 1°C ± 1°C √ √ √ √

Pressure / ∆P ± 100 hPa 0,01 hPa ± 2% √ √ √ √

Soot, integral 0 – 9 x x x √

Calculated values Range

CO2 0 – CO2 max √ √ √ √

Combustion efficiency (ETA) 0 – 120 % √ √ √ √

Excess air (Lambda) >1 √ √ √ √

Losses 0 – 100 % √ √ √ √

CO(U) undiluted x ppm √ √ √ √

Dew point x °C √ √ √ √

mg/m3 x mg/m3 √ √ √ √

mg/kWh x mg/kWh √ √ √ √

O2 reference x %O2
√ √  √ √

Printer

Infrared interface for printer √ x x x

Thermal quick-printer 58 mm, integral x √ √ √

Gas processing

Condensation trap with moisture-absorbing pad √ √ x x

Electronic condensation monitoring x √ √ √

Automatic condensation evacuation x x • •

Electronic gas cooler x x • •

Power supply

Lithium-Ion √ √ √ √

Operation safety

Temperature trend indication for core stream search √ √ √ √

CO switch-off √ √ √ √

Fresh air purge by CO exceeding √ √ √ √

Fresh air purge after operation √ √ √ √

Flow meter for pump performance control x x √ √

Connections

Serial interface for data transfer √ √ √ √

USB interface for data transfer x x √ √

Remote display and control unit via Bluetooth/ Bluetooth Low Engery or Wi-FI • • • •

Sampling system

Unheated probe type BB √ √ x x

Unheated probe type SCD x x √ x

Heated probe, type SB x x x √

NOx tubing x x • •

Data processing

Foil keypad with input function √ √ √ √

Internal memory √ √ x x

Data recording on MM card x x √ √

IRDA interface for printer √ x x x

Bluetooth/ Bluetooth Low Energy interface • • • •

Wi-Fi interface x x • •

Data exchange with ecom PC software (via cable, Bluetooth/ Bluetooth Low Energy or Wi-Fi) √ √ √ √

Data exchange via free app (iOS + Android) - provided WLAN or Bluetooth / Bluetooth Low Energy installed √ √ √ √

Measurement series to PC in Excel format x x √ √

Reception possibility for diagnosis date from ecom-AK x x √ √

Transport

Carring bag • x x x

Aluminium-framed transport case x x √ √

Under case x x • •
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Measurable Gases

 = Base;  = Optional EC 

ecom-B
COMPACT, HAND-HELD FLUE GAS ANALYZER

-- Longlife sensors

-- Longlife cycle battery

-- CO sensor overload protection

-- Ultra-light aluminium housing

ecom-B Flue Gas analyzer

-- O2 /CO (H2-comp.) Longlife sensors

-- Aluminium housing fitted with magnets on the back

-- Integral LiFePo4 high performance battery 		

with long lifecycle

-- Sampling probe ø 8 mm, length 150 mm, 		

with fixation cone; 3-chamber sampling tubing length 1.5  m

-- T-Room sensor (PT 2000) 100 mm 			 

with cable 1.1 m, fixation cone

-- Mains charger included

-- Optical condensate monitoring

-- Calibration certificate

Sensor Gas Option

-- NO measurement (NO sensor)

Accessories

-- Differential pressure tubing

-- Manual soot pump set (incl. filter papers,  

comparison scale)

-- ecom-P (infrared printer)

-- T-Room stick (PT 2000)

-- T-Room probe 260 mm

-- Plastics transport case

-- Transport bag incl. comfort carrying strap

Note

-- Recommended for control measurements 

on heating systems

Dimensions (W x H x D) 200 x 125 x 70 mm

Weight approx.1,5 kg (complete)

ecom-B
FLUE GAS ANALYZER IN MINIATURE SIZE

Embedded in a protective aluminium cover with fixation 

magnets on the back offering space for the stowage of the 

complete sampling system.

Product features identical to above model, except:

Dimensions (W x H x D) 250 x 180 x 80 mm

Weight approx. 2,1kg (complete)

Transport bag (option) Infrared thermal printer (option)

Testing according to DIN EN 50379-2 
and 1st. BImSchV.
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Measurable Gases

 = Base;  = Optional EC 

Dimensions

Closed lid (W x H x D) 340 x 230 x 95 mm

Open lid (W x H x D) 340 x 350 x 180 mm

Weight approx. 3 kg (complete)

ecom-CL2
COMPACT ALL-ROUND FLUE GAS ANALYZER

-- Longlife sensors

-- Integral thermal quick-printer

-- CO sensor overload protection with fresh air purge

-- Durable aluminium housing

-- Electronic condensation monitoring

ecom-CL2 Flue Gas Analyzer

-- O2/CO Longlife sensors

-- Robust aluminium protective housing with stable carrying 

handle and shoulder carrying strap

Operation as wall-mounted device: 

  back magnets for mounting on all metal surfaces

Operation as floor standing instrument: 

  folding tilt stand

-- Condensate trap with electronic condensation monitoring 	

and fine dust filter

-- Complete with ø 8 mm sampling probe (220 mm length), 	

with fixation cone; 3-chamber sampling tubing (2,2 m)

-- T-Room sensor with cable, fixation cone and fixation magnet 

or alternatively T-Room stick (depending on the variant)

-- Integral LiFePo4 high performance battery with long lifecycle

-- Charge of battery with closed protective housing by 	

means of the supplied charging unit

-- Automatic CO Sensor overload protection without 	

measurement interruption 

-- Calibration certificate

Options

-- NO measurement (NO sensor)

-- Data transfer via BLE (Blutooth Low Energy)

Accessories 

-- T-Room stick (PT2000)

-- T-Room sensor with cable

-- T-Room probe 260 mm (PT2000)

--  Differential pressure tubing

-- Different temperature sensors for differential 		

temperature measurement

-- Manual soot pump kit

-- Special probes

Note

-- Recommended for control measurements 

 on heating systems
Testing according to DIN EN 50379-2 
and 1st. BImSchV.

Specific advantages - valid for all ecom analyzers
•	 In addition to pre-programmed standards, the fuel types can be freely defined

•	 Free PC software + Apps 

•	 10-year warranty on covers aluminium housing, availability of spare parts 			 

	 and free of charge firmware updates
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Measurable Gases

 = Base;  = Optional EC 

ecom-EN3
COMPACT-CASE FLUE GAS ANALYZER

-- Probe, tube, printer, case, shoulder carrying strap

-- Longlife sensors

-- CO sensor overload protection without 			 

	 measurement interruption

-- Electronic condensation monitoring

-- Low-maintenance, high-performance pump

-- TFT color display and backlit keypad

-- Powerful Lithium-Ion battery

ecom-EN3 Flue Gas Analyzer

-- O2 /CO (H2-comp.) Longlife sensors

-- Ultra-light aluminium housing

-- ø 8 mm sampling probe 220 mm length with thermocouple, 

fixation cone with fixation magnet, 3-chamber sampling	

tubing 3 m

-- T-Room sensor with cable, fixation cone and fixation magnet

-- Integral thermal quick-printer 58 mm

-- Fitted in aluminium-framed transport case with comfort 

carrying strap

-- Mains charger with protective pouch 		

(battery charging also possible by closed case)

-- Automatic CO switch-off and purge 		

(without measurement interruption)

-- LED flow display

-- Calibration certificate

Options (amongst others)

-- NO measurement (NO sensor)

-- Other sensor options (up to 4 sensors possible)

-- Mini gas cooler for perfect gas conditioning

-- Lithium-Ion battery

-- Wi-Fi or Bluetooth Low Energy option

-- Differential pressure tubing

Accessories (amongst others)

-- Undercase

-- SD card for data storage

-- Data cable for data transfer at PC/Laptop

-- Manual soot pump kit

-- Filtering plate for regular measurements at solid  

fuel-type fired plants

-- T-Room stick, T-Room probe

Note

-- Recommended for control and setting measurements on 

heating system

WI-FI OPTION - ECOM-REMOTE APP (IOS AND ANDROID)
Wireless data transmission via Wi-Fi connection

-- Free download in Google Playstore or App Store

-- Direct connection with PC/ Laptop/ Smartphone

-- Activation of printout and CO switch-off via the App

-- Customer data entry

-- Customer specific storage of measurement results

-- Data export as a PDF file or as *.csv file, among others  

	 by e-mail or by any data cloud

Dimensions (B x H x T) 400 x 275 x 205 mm

Weight approx. 7 kg – complete with sampling system

Testing according to DIN EN 50379-2 
and 1st. BImSchV.
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Measurable Gases

 = Base;  = Optional EC 

Dimensions (W x H x D) 400 x 275 x 205 mm

Weight approx. 7.5 kg – complete with sampling system

ecom-EN3-R
COMPACT-CASE FLUE GAS ANALYZER WITH 

INTEGRAL SOOT MEASUREMENT

-- Integral soot measurement

-- Probe, tube, printer, case, shoulder carrying strap

-- Longlife sensors

-- Powerful Lithium-Ionen battery

-- CO sensor overload protection 				  

	 -without measurement interruption

-- Electronic condensation monitoring

-- Low-maintenance, high-performance pump

-- TFT color display and backlit keypad

-- Ultra-light aluminium housing and 			 

	 -aluminium-framed transport case

ecom-EN2-R Flue Gas analyzer

-- O2 /CO (H2-comp.) Longlife sensors

-- High-value aluminium housing 

-- Heatable soot probe 250 mm with  

thermocouple, fixation cone

-- 3-chamber sample line 3 m

-- Integral thermal quick-printer 58 mm

-- Mains charger

-- LED flow display

-- Automatic CO switch-off and purge 		

(without measurement interruption)

-- T-Room sensor with cable, fixation cone 		

and fixation magnet 

-- Electronic condensate monitoring

-- Calibration certificate

Options (amongst others)

-- NO measurement (NO sensor)

-- Other sensor options (up to 4 sensors possible)

-- Mini gas cooler for perfect gas conditioning

-- Wi-Fi or Bluetooth Low Energy option

-- Differential pressure tubing

Accessories (amongst others)

-- Undercase

-- SD card for data storage

-- Data cable for data transfer at PC/Laptop

-- Filtering plate for regular measurements at solid  

fuel-type fired plants

-- T-Room stick, T-Room probe

Note

-- Recommended for control and setting measurements 	

on oil heating systems

Guarantee
•	 10 years guarantee - aluminium housing, spare parts availability, free software updates

Testing according to DIN EN 50379-2 
and 1st. BImSchV.
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TEMPERATURE MEASUREMENT- included T-Room sensor with cable, incl. cone and magnet

SAMPLING SYSTEM

FURTHER ACCESSORIES

FILTER TECHNOLOGY- Recommended for repeated measurements of solid fuel firing plants

ACCESSORIES FOR ECOM FLUE GAS ANALYZERS
THE FOLLOWING ACCESSORIES ARE AVAILABLE IN VARIOUS VERSIONS FOR VARIOUS VERSIONS OF ECOM COMBUSTION GAS ANALYZERS

Probe extension

For probe type Ø 8 mm, with flexible tube center piece. 

Is placed on the probe seats for measurements at 

difficult to reach, angled measuring openings.

T-Room sensor (PT 2000)

Includes magnet and cone, measuring range from 	

-20 to 100°C, resolution at 0.1°C, accuracy ± 1°C, 

includes 3 m cable and adapter for the measuring 

instrument.

Filter plate

For ecom-D, EN3 & J2KNpro

Muli-level processing (water separation in condensa-

te trap; pre filtering via fine particulte filter; silica gel 

drying; removal of sensor-damaging, organic com-

pounds in the hydrocarbon filter).

Gas washing bottle

Perfect exhaust gas filtering - e.g. by washing out solid 

components (no particles enter into the measuring 

instrument) - recommended with an active gas cooler 

in the device, as well as gas components that are not 

water-soluble (e.g. O2, CO, NO).

Probe prefilter

Universal attachment for probes with diameters of 8 

and 10 mm. Metal filter with the smallest filter pores; 

ideal for preventing that solid exhaust gas components 

enter into the probe/the flue gas tract.

T-Room stick

PT 2000 resistance temperature sensor for measuring 

the room temperature directly on the device; 		

Dimensions: approx. 28 x ø11 mm; Weight: approx. 5 g

Probes + probe tubes

In addition to the standard scope of 

delivery of each measuring instrument, 

different versions and lengths are availa-

ble as spare parts or accessory parts.

Soot pump set

Consisting of soot pump, soot compa-

rison scale, piston lubricant oil, socket 

wrench and 200 soot test strips - length: 

approx. 390 mm, weight: approx. 0.5 kg

Universal ring slot multi-hole probe

For measurement on concentric exhaust 

systems. Continuously extendable (80 to 

280 mm) - with three easily replaceable 

sealing plugs for measuring openings 

from 5 to 25 mm.

Universal CO multi-hole probe 

For the CO measurement of the CO con-

centration according to KÜO (sweeping 

and monitoring system) - extendable 

from 80 to 280 mm.

T-Room probe (PT 2000)

260 mm long - for measuring the room or intake air 

temperature - for example for concentric flue gas 

systems, a measuring range of -20 to 100°C,  		

1°C resolution, accuracy ± 1°C, includes 3 m cable 	

and adapter.

Undercase

For the storage of accessories, tools and small 

applications ( e.g. ecom UNO differential pressure 

meter, ecom AK readout head for automatic burner 

controllers or ecom-LSG leak detector).

Tubing for differential pressure

1.5 m - for flow pressure measurement at the heating 

system with an ecom flue gas analyzer.
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ecom-DP3
COMPACT PRESSURE METER

-- Fully automated pressure testing

-- Internal pump for up to 1.5 bar pressurization (1500 hPa)

-- Built-in thermal quick printer 

-- Fully automated leak rate determination in only 		

	 a few minutes (does not require gas sampling) 

-- Instant usability check

-- Safe, fully automated test routines

-- For gas (TRGI), liquid gas (TRF), water (TRWI) 		

	 and waste water pipeline testing

-- For additional measurements up to 40 bar 			 

	 (using external sensors)

-- PC software included

ecom-DP3 Pressure Meter

For performing the following measurements

-- Load testing according to TRGI 2008

-- Tightness test according to TRGI 2008

-- Fully automatic leak rate determination without feeding device

-- Testing of LPG pipes according to TRF

-- Testing of drinking water systems according to DIN EN 806-4 

(with external pressure sensor *)

-- Testing of heating systems according to DIN 18380 	

(with external pressure sensor *)

-- Testing of sewage systems according to DIN 1610 	

(with sealing bubbles set *)

-- Heating check according to DIN EN 15378

-- 4 Pa test *

-- Freely specifiable pressure measurement

-- Differential temperature 			 

(with corresponding temperature sensor *)

Product Features/ scope of delivery

-- Fitted in ultralight, durable aluminum housing

-- Temperature monitoring (0-100°C with 0.1 °C resolution)

-- Built-in thermal quick-printer for the documentation 	

of safety-relevant checks (includes printer paper and 	

replacement paper roll)

-- High-quality rechargeable Lithium-Ion battery

-- SD card for data storage (for easy PC backup)

-- Hardtop transport case made of durable plastic

-- PC software on  USB drive

Other included accessories

-- Silicone tube (100 mm) with fast coupling for connection to 

the pressure test ports

-- Tube (2.8 m) with fast couplings

-- Y-hose adapter

-- Two cone-shaped test plugs (1/2"- 3/4" // 3/4" – 1 1/4")

-- T-piece for overpressure valve with fast coupling

-- Two high pressure test plugs (3/8“ auf 1/2“ // 3/8“ auf 3/4“) 

with fast coupling

-- Shut-off valve, mini ball valve and fast coupling

-- Single-tube meter cap

-- T-piece for overpressure valve with fast coupling

Measurement Range

-- 0 - 1,5 bar (with internal pump / internal sensor)

-- 0 - 20 bar (accessory / external sensor)

-- 0 - 40 bar (accessory / external sensor)

Resolution

-- 0,01 hPa (ecom-DP3)

-- 10 hPa (accessories / external sensor)

Leak Volume

-- 0 - 8 l/ h (at 0.1 l / h resolution)

Options (amongst others)

-- Heating check according to DIN 15378

-- 4 Pa test

-- Parallel pressure measurement possible (1500 hPa as well as 

one of the above measuring ranges)

Accessories (amongst others)

-- Various temperature sensors (contact sensors, surface sen-

sors, ...) for differential temperature measurement

-- High pressure sensor 0 - 20 bar

-- High pressure sensor 0 - 40 bar

-- ecom-LSG for detecting flammable gases * Accessory or option

Additional services
•	 Free PC software and free Apps

•	 Extended scope of delivery (including accessories, consumables, etc.)

Dimensions (W x H x D) 430 x 170 x 380 mm

Weight approx. 8 kg – complete with accessories

Reg.Nr. DG-4805CN0201
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ecom-UNO – Differential Pressure Meter- For the adjustment 

of gas burners / gas heatings

Accurate and quick differential pressure measurement to determine the device 

connection pressure (flow pressure), nozzle pressure (flow pressure), gas operating 

pressure (system pressure) as well as the static pressure. Automatic range switching, 

illuminated display and foil keypad, integrated magnet for attachment to metal 

surfaces, incl. protective pouch.

Power supply: Two commercially available batteries (type AA 1.5 V - Mignon)

- included in scope of delivery

Switchable units: hPa / mbar, mmH2O, psi, mmHg

Measurement range: ± 200 hPa, ± 2038 mmH2O, ± 2.9 psi, ± 150 mmHg

Resolution: 0.01 hPa / 0.01 mmH2O / 0.01 psi / 0.01 mmHg

Accuracy: approx. 1%

Overload: 300 hPa / 3060 mmH2O / 4.35 psi / 225 mmHg

Dimensions (W x H x D) approx. 106 x 64 x 28 mm

Weight approx. 150 g

ecom-DP - Differential Pressure Meter- For pressure measurement 

and data logging in various applications

Different versions with one or two sensors; graphic display approx. 43 x 28 mm; 

Resolution 128 x 64 pixels; Comfortable operation via direction and function keys, 

changeable parameters for individual tests, data hold / min./max.- function, infrared 

connection, SD card - free PC software (e.g. for data logging for download at www.

ecom.de).

Power supply: Three standard batteries (type AA 1.5 V - Mignon)

- included

Measuring range: depending on the variant up to ± 1500 hPa

Resolution: 0.1 mbar

Accuracy: ± 0.3%

Versions at choice : 	 1 sensor ± 0 - 1500 hPa

 		  2 sensors ± 0 - 1500 hPa

		  1 sensor ± 70 and ± 1500 hPa each

Dimensions (W x H x D) approx. 330 x 260 x 75 mm

Weight approx. 300 g (with batteries) 

ecom-DP Profi Set- Leak test of the gas fittings, test of the gas connection pressure, 

measurement of the gas adjustment pressure, adjustment of the gas pressure / air 

pressure monitor

With one or two sensors ; 43 x 28 mm graphic display, resolution 128 x 64 pixels, 

comfortable operation via direction and function buttons - free PC-software (for data 

logging infrared interface, for example, for download at www.ecom.de) Including 3 

connecting hoses made of PVC, 2 x plugs, crosspiece with shut-off valve, blower ball, 

plastic transport case, SD card.

Power supply: Three standard batteries (type AA 1.5 V - Mignon) - included

Measuring range: 1.5 bar

Accuracy: ± 0.3%

Dimensions (W x H x D) approx. 530 x 400 x 120 mm

Weight approx. 1,4 kg (fully equipmend)

RECOMMENDED ACCESSORIES FOR ECOM-DP SETS

(Not included in delivery scope)

ecom-P thermal printer with infrared interface for wireless data 

transmission from ecom-DP

ecom-LSG Leak detection device (see page 13)

OTHER PRESSURE METERS
- FOR THE PERFECT SETTING OF GAS BURNERS (FLOW, OPERATION, IDLE AND NOZZLE PRESSURE)
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ACCESSORIES FOR ECOM PRESSURE METERS
THE PRESSURE MEASUREMENT MAY REQUIRE DIFFERENT ACCESSORIES

Measuring nozzle

Measuring nozzle  G1/8 MS and G1/4 MS

For connecting the silicone measuring hose from the 

ecom-DP3. Attachment to the gas system to provide an 

(additional) measuring port. Can in many cases replace 

the existing hex screw of a gas meter.

Pressure sensor 0-20 bar (for liquid media)

Incl. connection cable for 4-20 mA input on the ecom-

DP3, e.g. for testing drinking water systems according 

to DIN EN 804-4

Pressure sensor 0-40 bar (for liquid media)

Incl. connection cable for 4-20 mA input on the ecom-

DP3, eg for testing drinking water systems according to 

DIN EN 804-4

One-pipe cover of gas meter

With union nut 2 3/4 "

For counter G10 / G16 with quick couplings

High pressure sensor - For measuring ranges above the one of the internal pressure sensor in the ecom-DP3

Two- pipe cover of gas meter

Threaded test piece for 3/4 "and 1 1/4"

Needed quantity 2 pieces

Contact Sensor (PT 2000)

including cuff for pipe diameters of up to 100 mm. 	

Measuring range from -20 to 100°C, dissolution at 

0.1°C, uncertainty of measurement ± 1°C, includes 3 m 

cable and adapter for the measuring instrument.

T-Room Sensor (PT 2000)

Includes magnet, no cone, measuring range from -20 to 

100°C, resolution 0.1°C, accuracy ± 1°C, includes 3 m 

cable and adapter for the measuring instrument.

Temperature measurement - Accessories suitable for determining differential temperatures

Test plug, conical 12-22 mm - with quick coupling

Test plug, conical 35-65 mm - with quick coupling

Test plug, cylindrical Ø 14.5 mm - with quick coupling

Test plug, cylindrical Ø 19.0 mm - with quick coupling

Test plug, cylindrical Ø 24.0 mm - with quick coupling

Test plug, cylindrical Ø 35.0 mm - with quick coupling

Test plug, cylindrical Ø 41.0 mm - with quick coupling

Test plug, cylindrical Ø 52.0 mm - with quick coupling

Test plugs

Threaded adapter

For external pressure sensor, with sealing ring



Page 13

ACCESSORIES

ecom-LSG
DETECTION OF FLAMABLE GASES 

-- Three sensitivity levels adjustable

-- Flexible, long, high-value swan-neck

-- Accoustic signal on/off at choice

-- Backlit bargraph

-- Quick response time ( < 2 seconds)

ecom-LSG

-- Display range up to 0.5% vol. CH4

-- 3 freely adjustable sensitivity levels

-- Response time: < 2 seconds

-- Flexible swan-neck with movable sensor head

-- Display: Display approx. 20 x 7 mm, backlit, diagram with 

1-14 bars (10 bars = approx. 1000 ppm CH4)

-- Sensor temperature compensation (-5°C to 40°C) 

-- Acoustic signal: switch on/off or via 

  headphone jack (3.5 jack plug)

-- Power supply: 2 x AAA batteries (included)

-- Replacement sensor for fast exchange (included)

-- Test equipment bottle (included)

-- Protection sleeve (included)

Dimensions housing (W x H x D) approx. 155 x 35 x 22 mm

Swan-neck length approx. 355 mm

Weight approx. 200 g

Replacement sensor

Pre-calibrated and immediately usable.

Battery charger 

Battery charging station for ecom-LSG - incl. 2 batteries

and power supply.

Transport case

Made of plastic - with foam insert including recesses 

for ecom-LSG and all accessories.

EXTREMELY advantageous
•	 accurate

•	 robust

•	 safe

•	 loss-free

•	 and cool

•	 comprehensive

•	 efficient

•	 with wide-coverage
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ecom-AK
READOUT UNIT FOR DIGITAL AUTOMATIC 		

BURNER CONTROLLER

-- Automatic identification of 				  

	 automatic burner controller type

-- Readout feature for errors and operating conditions

-- Built-in display

-- Data transfer via cable to PC (download software 		

	 at www.ecom.de) or ecom-EN3 analyzer

-- Data transfer via radio to the ecom-J2KNpro 			

	 control panel (display + printing via emissions analyzer)

-- Can also be used as a stand alone device.

Identification of burner controller (Honeywell-Satronic 	

DKG, DKO, DKW, DMO, DMG, DLG, DVI, DIO, SH, 	

SG incl. N versions as well as Siemens-Landis & 		

Staefa LMG, LMO).

Displayed Data

-- Display of recent and past failures

-- Display of burner operating conditions

-- Measurement of the flame signal/comparison with 	

minimum value

-- Checks of delayed flame development

-- Detection of the number of burner starts

-- Display of all relevant operating times (safety time, etc.)

Accessories

-- Data cable to transfer the data to ecom analyzer ecom-EN3 

and ecom-D

Dimensions housing (W x H x D) approx. 88 x 41 x 32 mm

Weight approx. 322 g - incl. belt pouch

Identification of burner controller (Honeywell-Satronic DKG, DKO, DKW, DMO, 

DMG, DLG, DVI, DIO, SH, SG incl. N versions) as well as Siemens-Landis & 

Staefa LMG, LMO).

Indication of burner operating mode.

Measurement of flame signal and comparison with minimal value.

Check if flame occurs immediately or with delays.

Indication of current disturbance source as well as  

of 5 past disturbances.

Determination of burner starts

ecom-AK will show the following display messages:

Made in Germany!
•	 Since the founding of the company for more than 30 years, all ecom® 		

	 products have been produced in Iserlohn.

•	 Every customer can be sure that he works with handmade quality 		

	 products from Germany. - Quality that pays off!



Page 15

EXTREMELY 
VERSATILE!
PRODUCT CATALOGUE FOR OTHER APPLICATIONS

CATALOGUE FOR INDUSTRIAL 

APPLICATIONS

CATALOGUE FOR FLUE GAS ANALYSIS 

WITH PHYSICAL MEASUREMENT METHODS
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